
Drawer handles are pre-installed 
into each drawer for shipping. 
(As shown in Diagram I)

To install drawer handles, �rst 
unscrew the handle from the inside 
of the drawer. Place the handle on the 
outside of drawer and insert the screw 
through the pre-drilled hole located on
the inside of the drawer.  Tighten using 
�at head or Phillips head screwdriver. 
(As shown in Diagram II).
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 Congratulations on the purchase of your Verona 5 drawer dresser.  This dresser has been crafted to 
the highest standards of quality and safety and will give you many years of enjoyment and practical use.

 This dresser is a natural wood product and has been finished with a distressed patina. There will be 
variations in color and grain, and minor wood grain checking may occur.  This is normal and does not 
compromise the integrity of your dresser.  Variation in the character of this piece is integral to its beauty and 
distinguishes it from lower quality composite materials.

 Assembly is quite simple and requires only a flat head or Phillips head screwdriver. The use of a 
power drill with Phillips head attachment is helpful but not necessary. Assembly will be most easily 
accomplished if you take the time to carefully sort the hardware and familiarize yourself with the function 
of each piece.

If you should require assistance with assembly, part replacement or any other matter, contact the toll-free 
Epoch Design Service Center from anywhere in the Continental United States, Monday through Friday, 
9 AM – 5 PM Pacific Standard Time at 1-800-589-7990. You may also email your request or comments to 
info@epochbydesign.com and a service representative will respond.

Thank you and Enjoy

EPOCH DESIGN , LLC Verona 5 Drawer Dresser
5394: VA-5D-NS-SN
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If you �nd you need to remove a drawer, push and hold the 
track tabs outward and pull the drawer out the rest of the way. 
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*NOTE: Do not turn the handle to tighten or loosen the screws.
Doing so will cause the handle to scratch the front of the drawer. 

*NOTE: Each drawer is
manufactured speci�cally for
its original location, so if you
remove more than one make
sure they are returned to their
place in the proper order.     

1) Use four of the shorter screws 
provided to attach two plastic strap 
brackets to each end of the top of 
dresser using the pre-drilled holes. 
These holes are drilled so that the 
brackets will be 16” apart on center. 
This corresponds to typical stud 
placements in most homes. 
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2) Use four of the longer screws to attach 
two of the plastic strap brackets to the 
wall at an appropriate height considering 
the height of the plastic brackets on 
the dresser: You will want to 
attach the wall brackets at a 
height equal to or less 
than the height of the 
plastic brackets on the 
bookcase. Brackets 
should be located 16” apart inline with 
wall studs. If you cannot �nd a stud, use 
dry wall screws to secure the two brackets 
to the wall 16“ apart.
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3) Slide the plastic 
straps through both 
wall brackets. The 
plastic straps 
should be arranged 
so that the bumpy 
side is facing away 
from the wall and 
the receiving heads 
are up.

4) Move your dresser near 
the wall brackets and 
slide the bottom of the 
straps in the wall 
brackets up through the 
brackets on the dresser.
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5) Secure the dresser by pulling each 
strap back through itself into the 
head of the strap until the bumpy 
portion engages the head. Test the 
latching action of the strap by 
tugging on it to verify that it is 
“locked” in place. To release the 
strap, simply push on the lever and 
pull the strap o�.

Please note:
These straps are provided as a 
courtesy; keep in mind that these 
straps will help reduce the risk of 
dresser tip-over but will not 
eliminate that risk.
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